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Performance Certificate

JATE - 11-17-1994 5 al SPE Agbhmgn4ﬁ¢ﬂ
vo 374 —T—
% FSPR RUN 1 RUN 2 RUN 1 RUN 2
SEHIAL.NO. 220310 ™
- 4.0
"EFERENCE  3745CKSAX990 -
NPUT 24 ype
QUTRUT " 400 mA
PRt 0 TGO S0 “WCD
“ULL SCALE PRESSURE RANGE, |
WIRING CONNECTIONS 2000 :
+ INPUT =
- INPUT '
+ QUTPUT
- QUTPUT
PIN A +PWR./SIG.
PIN B -PWR./S1G.
PIN C CALIBRATE
PIN D CALIBRATE
PINS E+F NO CONN. _
4.0
PIBLD CALIBRATION PRESSURE= 40.125 *NCD
CAUBRATION CIRCUIT WARRANTY -

An advantage of Viatran strain gage pressure sensors is that the gain or span
2f the readout system can be set without applying a known pressure input. The

beiow. .

INTERNAL CIRCUIT ' C e
Most sensor medels are supplied with an internal shunt calibrate circuit either .
as a standard or by special order. I this sensor has the circuit includad, it will .

oe noted below. Simply short__ing the praper pins will produce the calibration -

ocutput signal fisted,
EXTERNAL CIRCLHT

can be accomplished by connecting a resistor of the value indicated across
the proper pins. This techniqus is accurate for cable lengths of up to 200 ft.

E Transducer - Internal Calibration :
will produce

Shorting pins(’ & D

a 16.84 mA calibration output signal.
D Transducer - External Callbration S

Connecting ohms acroas

pins & will prdduoe

a calibration output signal.

%ransmitter' - Internal Calibration Circuit and Switch

al 1 represents with a reading
of - o
Cal 2 represents with a reading -
of o -

NOTE: Al calibrations shoutd be performed orily after the trarisducer
has been adjusted for zero at zero pressure. : B

o O Aabailard et bl b el it n.;v-nh T

. and warkman
systern setup can be accomplished by using a calibrate circuit as explained . . 1 LE] h
: _ 0 defective workmanship dnd/or replacing any defective material F.O.B. destination.
© . A repair is warranted ninety |
warranty petiod inless superseded by ‘original warcanty period. If inspection bf

ai

- Company's . re
expm?ﬁﬁor unplizi

, . ' " yorkmanshi
if the sensor does not include the calibration circuit, the same type calibration - shipped to

Viatcan Co;ﬁgra’:idn_'warmnrs that its deucm shall be free from defective parts
, ‘tJ: for & period of twelve (12) months from date of original shipment,
rovided that Viatran’s obligation hereunder shall be limited to correciing any
} days from repair date under conditions of ariginal

the
Company of siich product does not disclose dny defect of workmanship or material, the

lar tharges will app This ‘warranty carries no liabilicy, either

fy.
beyond cur ob}I’igatiOn to replace the vnit which carries the

- warranty.. This warrgnty, is ia lieu of all other warranties. of merchantabilicy or fitness.

No allowsnce will ‘for any expense incurred for correcting any defective
and/or macerial without writen coasear by Viatran.” Unir muse be

shipped to the Company, transportation prepaid, and rewurn authorization number

- must be referenced on the package to assure acceprance at our shipping dock. Prices,

specifications and decisions subject to change without norice.

The Company shall not he linble for amcl8 the Purchaser assumes and agrees to in-
demnify and save harmless the Company in respect to any loss or damage that may
arise through the use hy the Purchaser, or others, of any of the Company’s produces.
. This warranty is void if the product is subjected to misuse, accident, neglect or
improper application, installation or opecation. This warranty is void if prier defectsin
materials or workmanship repairs are made by anyone except Viatran or its authorized

© service agency,

Most Viatran sensars have heen designed (o be easily repaired and recalibrated if
necessary. I a failure occurs, the sensor should be rerurned to the factory for inspection
and resting, If the sensor failure is covered by our one year warranty policy, the unit will

|be repaired as necessary and reshipped without delay. Sensory ususllK not covered by

warranty can be repaired wichin four to six weeks for approximately «
cent of the gurchm price. Simple repairs can often be made for minimum charge.
Units should be recurned to che attention of the Repair Department, after obtaining a
return authorization number from che customer service desk at (716) 773-1700.
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